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Products Catalogue (Non-spark Explosion-proof Type of Electric Connectors)

BISHRERE: YT-BEiEk, GZ-BIRilE. YZ-BHEE; FEUSF-TEERR. FREHF-5. 7L8; J46, K467, F8
BARREs, FLEM A ZADER, F]: 60YT/GZRF60A=AMRIAEL, B, 100YT-5J/GZ-5KFKR100A=RARERIGEL, E, BIRMER
AE: 100YT-5K/GZ-5J,

Type symbolillustration and meanings: YT-moblle plug, GZ/YZ-fixed/moblle socket, The digit before the letter working current,
The digit after the letter number of pin/jack, J-pin, K-jack. Those not mark the pin/jack number are all 3 phases 4 wire.

Eg: 60YT/GZ means 3 phases 4 wires plug & socket, working current: 60A. 100YT-5J/GZ-5K means 3 phases 5 wires plug & socket,
working current: 100A. sign for the upside—sown mounting: 100YT-5K/GZ-5J.

J‘;‘f foe %i Workizﬁgﬁ:frﬁfr? Ejltage The fcn*}ﬁn:iE o?s%fi:? holes M(iifrrtlzri ﬁieﬁsj?ois
o NTEB B4R =R sk 15YT-3J 15A/250V
1 Fo NTEB B4R AR 15GZ-3K | 15A/250V
TNEBBA=MBIEE | 15YZ-3K | 15A/250V $34(GZ)
- o NIEB =40 AR §E Sk 15YT-4J - 15A/400V/500V
2 7o NFEBY = 1A U 4R §h 15GZ-4K - 15A/400V/500V
FNER =AM EE | 15YZ-4K - 15A/400V/500V
- T AR =10 BRI L 15YT-54 | 15A/400V/500V
3 | RAER=IAERIEE - 1SGZ—5K- 15A/400V/500V
" FNER=IAERBIEE | 15YZ-5K - 15A/400V/500V
- o NTEB SAE =R sk _ 25YT-3J | 25A/250V
4 o NTEB AR AR 25GZ-3K 25A/250V
TAREB Q=R IHEE | 256YZ-3K 25A/250V gj;-:(GZ)
7o NIEBY =40 AR §E 3 25YT-4J 25A/400V/500V ﬁ
5 7o NAEBY = 1A IO 4§ 25GZ-4K 25A/400V/500V g
T NER AR R IEE | 25YZ-4K 25A/400V/500V é
T NTER =48 EARIE L 25YT-5J 25A/400V/500V
6 7o NFE B = 4R AR i B 25GZ-5K 25A/400V/500V “.:.%.N
TNER=IAERBIEE | 25YZ-5K 25A/400V/500V )
o NTEB SBAE =R sk 60YT-3J B0A/250V
7 o NTEB AR AR R 60GZ-3K B0A/250V
TNEBBE=MBIEE | 60YZ-3K B0A/250V ¢j8‘5(GZ)
7o NTEBY =40 AR § Sk 60YT-4J B0A/400V/500V ﬁ .
8 7o NAEBY = 1A IO 4R § 60GZ-4K 60A/400V/500V %
“ 7o N B =41 AR 5 Bhidk 2 y 60YZ-4K | 60A/400V/500V g
- T NEB =1 HRIE L | 6ovT-5J 60A/400V/500V
9 7o NIEBY =40 AR I 60GZ-5K - B0A/400V/500V
| FNER=IAERBIEE | 60YZ-5K - 60A/400V/500V
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Products Catalogue (Non-spark Explosion-proof Type of Electric Connectors)

EfES T mB R

BJ-100-200YT/GZ/YZA RN IRIE

BJ-100-200YT/GZ/YZ Stainless steel explosion-proof connector

= e ne TAER/EE i EEFL IR =X GZNZREFFL R~
No. Name Type Working current voltage = The form of socket holes Mounting dimensions
7o N B = 48 4R 46 Sk 100YT-4J 100A/400V/500V $61.5(GZ)
10 | FoNFEE) =40 MR 6 & 100GZ-4K 100A/400V/500V
TAREB=AMRBEEEE  100YZ-4K 100A/400V/500V
Jo NIEE =R BRI Sk 100YT-5J 100A/400V/500V
11 7o N FE R = 4R T AR i 100GZ-5K 100A/400V/500V
FNER=IAHEMFBIIEE  100YZ-5K 100A/400V/500V 60+0.2
7o N FE B = 4R PR i Sk 150YT-4J 150A/400V/500V $65.5(GZ)
12| JoNFEE =40 MR 6 & 150GZ-4K 150A/400V/500V
TARER=AMRBEEIEE 150YZ-4K 150A/400V/500V
. . ™ y
T NFE B = 4R FARIE K 150YT-5J 150A/400V/500V TE2I15M Main features
e _ ' ' ZAFMRIIERBDEETHH., SHABIREENESERERGFG A FEMGER L., MMAEL, AMENR., K ISHEE,
13 | RREW=MAMEE | 150GZ-5K|  150A/400V/500V EREHR D FORREER, BRARAERR, HE. BEM, REE, SAHE. BEGESSES,
FNERZIARRBIIEE  150YZ-5K 150A/400V/500V % 3 5B % 5% fF 5 GB3836.8-2003 1R f74 , HEUEMHIBREEIE, HRHREEXNAITAES
| | Electrical connection electrical the stainless steel series connectors for distribution of real oil field, drilling mobile connections and offshore drilling
7o N AE B =48 MR 3 sk 200YT-4J 200A/400V/500V platforms and marine development, marine terminals, oil exploration, chemical etc..
I [ T Connection forthe bayonet type fast connecting, termination method for crimping. Shock, anti-corrosion, impact resistance,durability, simple
14 7o N AE B =10 AR 36 RE 200GZ-4K 200A/400V/500V operation and efc..
| _ _ | $71.5(G2) This series of electric connector conforming to GB3836.8-2003 standards for explosion proof, explosion—proof and explosion—proof certification, mark
TR =AML TIEE  200YZ-4K 200A/400V/500V 735(YZ) ExnA Il T4.
- - - 4-45.5 ( f
JoRIER =R BRI Sk 200YT-5J 200A/400V/500V 7 4}_
i [ T 3 5 sl . -
16 | FoAFER =40 FAR I A 200GZ-5K 200A/400V/500V o FERXRAZSE Main technical parameters
e . - ' H RS/ . —40C~+55T; Environmenttemperature: -40 C ~+55 C;
; 7 N IE B = 18 TR IS Bhid & | 200YZ-5K | 200A/400V/500V o TR LE05% Alti il se SO0 HatErs:
7o RFEEL =48 AR sk 300YT-4J 300A/400V/500V 70+0.2 i #&%: 10~55Hz, 1&EO.75mm; The amplitude of vibration: 10~55Hz, 0.75mm;
16 | 7o ANER =40 MR 300GZ-4K 300A/400V/500V AR RAE : IRAE40+£2TH, 90%~95%; Relative humidity: temperature 40 + 2 C, 90%~95%;
[ = ~ 1 T EiidE . 10~40Y0/4% . Nk AE250m/s®; Crash: 10~40 times / min, 250m/s2 acceleration;
. 7o e B = 48 4R 72 Bhid _ 300YZ-4K _ 300A/400V/500V i = M 9 Working voltage: 400VAC:
$61.5(GZ) s i Working current: A 100A 150A 200A;
KBAT ARG BEL | 400YT-1J 400A/400V/500V $67.5(12) TAEe: AR 100A 150A 200A; e
4-$5.5 jEpi . AR <0.5mQ; Contactresistance: A = 0.5m;
/;\ ﬁ - W EE. =1000mQ; Insulation resistance: = 1000mQ;
17 | XEBHELAERAEEE | 400GZ-1K 400A/400V/500V ° / o BIE: 2800V(AC)50Hz: Voltage: 2800V (AC) 50Hz;
é P E4 . 5000, Mechanical life: 500 times.
KERANERBEBIIEE 400YZ-1K 400A/400V/500V " j*
: AMEZR: %R <) Outline and mounting dimensions
$65.5(GZ) £
KB NIEB B RSk 600YT-1J 600A/400V/500V i Aftarthasoverisremoved || || ||]
i - |
r
18 | K ERE o N TR BY B R i 600GZ-1K 600A/400V/500V H 9 .
: ~
KERTMERLEBHEE  600YZ-1K 600A/400V/500V N
AR
$71.5(GZ)
KB NI B B RSk 1000YT-1J 1000A/400V/500V 4 g%&S(YZ) =
—— g 30 | 11| L2 | 13 | 81| ¢2 | ¢d | ¢di| 42| P | Q L -
3 '4)‘ Sp
19 | XKHEBEXANERLTEE  1000GZ-1K 1000A/400V/500V . o ' 200A | 195 | 100 | * 0 | 71 | 30 10 55 | 80 | 70
é,l \L 150A 177 az i | B4 65 27 8.5 5.5 75 | 64 -
KEFTNERSEBHIEE 1000YZ-1K  1000A/400V/500V j’ bl N1 W I Mo 1l () O B i
= 60A | 153 72 | 145 | 64 | 48 18 55 45 | 56 | 475 prrrrrd Wkss o
25A 144 64 142 | 61 42 15.6 35 4.5 51 42
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No spark type single-phase three core explosion proof electric connector No spark type single-phase three core explosion proof electric connector

HAME R %R Outline and mounting dimensions
a. #FE=1Ek(YT) Mobile plug(YT)
F=

L1 After the coveris removed

AESE W Type meaning
HEFFIE B 4IMHE Recommend to use cables with suitabe specifications

YT J
BJ 15-60 GZ O

vz K we I8 13 =iamiz =IRER -
= ‘[ Type 2 Phases 3 wires 3 Phases 4 wires 3 Phases 5 wires -
T JEFH KIEFL J-pin K-jach ' - - After the coveris removed
WwE C b p > 4x1.5mm° 4x2.5mm’ 3x1.5mm* .
YTB%?%;n;mY:r_mob”e plug L | dxLamm. Sx2.omm . 3x2.6mm+1x1.5mm’ | 4% 2.5mm+1x1 @ @
GZEENAHEE GZ-fixed socked 2 2
NZRIAEE YZ-mobile socked 25A 3x2.5mm’ 3x6mm’ 34;;5;";2 14:2{‘5;1“:1“12 5x2.5mm* 5x4mm’ /@i_
EEM Rated current i i i , \ _ $d1
#BWS Product type 60A | 3x10mm’ Bxtemme | 4XTOMM AXISMMT |5 gt 5 1omm” of HHt T2 —FH
x 10mm*+1 x 6mm @
) —td
N7 L
TERE Main features \ A
BJ-15A, 25A, 60 YT/GZ-YZRFI 8 =it ML BRI &5, ERATRMEE. s, BBBA, S ESREE. Bunms a
EEEZ B, AERMT R, FOHE, THERTASMET. R, BEK, BE. BLSHA. A8
ZIERERE RSN IEE T A AR, HAPELABIHR(YT), BEF=MEILE: 1. BREERGZ), 2. BHHR(YZ), 3. {RRAEE « >
HEE(XGZ), (18I, HkFMmEREREAXAF O, RiEEE, BMESSSRAERE, EMARBEEERSERM, AR%EH
FLEM, ELMEREER, SERBEHEE MM, -
BJ-15A, 25A, YT/GZ-YZ series single—phase three core non sparking electrical connector, apply to oil exploration, drilling, lighting o After the coveris removed
circuit, mobile power distribution room, cable and cable connection with, has reliable contact, easy assembly and disassembly, sealing d T ' ~9
performance and good insulation, shockproof, dustproof rainproof, etc.. 1 i "0
The connector comprises a plug and socket is composed of two parts, wherein the plug for mobile (YT), socket has three forms: ¥ *\ g1
1. the panel fixed type (GZ), 2. mobile (YZ), 3. oblique type fixed socket (XGZ). (see page 18). Connection plug and socket for the bayonet, 4 o] o | = i B
o
fast connection, contact wire terminal crimping, contact with elastic ring gear support localization, after installed before the demolition g - = @ e
of the structure, the contact silver plug, shell is made of casting aluminum alloy. M i/
IR T )
T
FEHAZE Main technical parameters _— :
WHERE: -20C~+60T; Environment temperature: -20 C ~+60 C; fEsk, HEREARTE
AR & : 40 £+2CRI90%~95% Relative humidity: 40 + 2°C 90%~95% RT T
T{EEE: 250VAC Working voltage: 250VAC g -~ Size | Li= L2= L3= L4= D1 D2 ‘ D3 $d+0.07  ¢di1 ¢ d2 P Q+0.2
T{EM: 15A 25A 60A =ik Working current: 156A 25A 60A three core Specification
fifE: 2800VAC 50Hz Voltage: 2800VAC 50Hz 15A | 130 | 55 | 132 8 $49 | $33 | $35 | 18 | 3 | 45 | 425 34
HiEE: =1000mQERS Insulation resistance: =1000m Q 25A 144 64 142 18 $61 b 42 ¢ 51 156 | 3.5 4.5 51 42
EEHE: =0.5mQ Contact resistance: = 0.5m. 60A 153 72 145 o0 ¢ 64 $48 ¢ 51 18 5.5 4.5 56 47.5
i“?i: ?5;; gemperat”re’ = 65K 100A 166 85 173 30 | ¢79 @ 61 65 | 24 7 5.5 70 60
ShEBFIELR: IP55 hell protection grade: IP55 f f i i i i i i i i
84 65 70
PRIREE 4R : ExnAllT4GC Explosion-proof grade: ExnAll T4GC Ll | 4 | & ) 80 2 | ¢ | & | ¢ | BF L W8 | s | P | B4
MHEES: 5004 Mechanical life: 500 times 200A | 195 | 100 = 199 32 $90 | o 71 | $73.5 | 380 | 10 | &5 80 | 70
sk, RSB RTRI AL Plug, socket can be filled with needle can also be fitted with holes 300A 200 100 199 42 $90 $71 | ¢73.5 | 345 12 5.5 80 70
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No spark type three-phase quadrupole explosion proof connector

70 K 16 B = B TR B 5 &

No spark type three-phase quadrupole explosion proof connector

AESE VY Type meaning

YT :
BJ 15-300 GZ O S A 7L w4t
Yz &

—‘V T HEF KIEFL J-pin K-jach

& Corenumber
YT 3haliEL YT-mobile plug
GZEENEE GZ-fixed socked
YZR Sl EE Y Z-mobile socked
ETEME Rated current
@B S Producttype

+ el
e
—

L ——

F=4 4% Main features

BJ-15-300 YT/GZ-4 R 5| =AML T XL BIE 35, ERTRMER. St Fa. BEmccERBERZ A, AERMTR. T
FEIEAESF. BIFH, PR, BHRSHA,

ZOERERE AR SA AR E T AR AR, HAPELABHR(YT), BEF=MERILE: 1. BREERGZ), 2. BHHR(YZ), 3. /RRAEE
HEEE(XGZ), (18I, HskFMmERZEREAXAFOKX, RiEEE, BMtSSSRAEEL, EMdRAEESEIHEEM, AE%E
BIAREEHD, LM EMEER, NERAEHHEEHIM,

BJ-15-300 YT/GZ-4series single-phase three core non sparking electrical connector, apply to oil exploration, drilling, lighting
circuit, mobile power distribution room, cable and cable connection with, has reliable contact, easy assembly and disassembly, sealing
performance and good insulation, shockproof, dustproof rainproof, etc..

The connector comprises a plug and socket is composed of two parts, wherein the plug for mobile (YT), socket has three forms:
1. the panel fixed type (GZ), 2. mobile (YZ), 3. oblique type fixed socket (XGZ). (see page 18). Connection plug and socket for the bayonet,
fast connection, contact wire terminal crimping, contact with elastic ring gear support localization, after installed before the demolition
of the structure, the contact silver plug, shell is made of casting aluminum alloy.

FEFHAZ% Main technical parameters

IRER#: -20C~+607TC;
TI{EEBJE: 380V~500VAC 50Hz~60Hz
T{EE: 15A 25A 60A 100A 150A 200A 300A MM

Environment temperature: -20 C ~+60 C;
Working voltage: 380V~500VAC 50Hz~60Hz
Working current: 15A25A 60A 100A 150A 200A 300A four core

ANER: %% R <F Outline and mounting dimensions

a. ¥ L(YT) Mobile plug(YT)
]

L1 After the coveris removed

=

fit E: 2800VAC 50Hz
@B, =1000mQ EA
R =0.5mQ

BF: =65K

SR ESR: IPS5

BFIR% 4. ExnAllT4GC

B iRER 4 . GB-3836.1-2010
MHFA: 500K

fh sk, HEETE AR

FETUERRBSHRAE

Voltage: 2800VAC 50Hz

Insulation resistance: =1000m Q

Contact resistance: = 0.5m.

Temperature: = 65K

Shell protection grade: IP55

Explosion-proof grade: ExnAll T4GC

Explosion proof standards: GB-3836.1-2010

Mechanical life: 500 times

Plug, socket can be filled with needle can also be fitted with holes

= - xE
La After the coveris removed
]
) ] T AT g o
B 1| ]
il i |
B
P—
¥ T LY
c. ¥ IEE(YZ) Mobile socket(YZ)
E-
v After the cover is removed
m o a
- o
3 o . = =
[ ]
if I |
s / : = N
1 ¥ -y W 44d2
Mk, BMEERRTR -
~_ R
M¥E  Size Li= L2= L3= L4= D1 D2 D3  $d+0.07 ¢d1 ¢d2 P Q+0.2
Specification =
15A 130 55 132 8 49 $33 $35 13 3 4.5 42.5 34
25A | 144 | &4 142 18 $61 42 $51 15.6 3.5 4.5 51 42
60A | 153 72 145 22 ¢ 64 $48 ¢ 51 18 5.5 4.5 56 47.5
100A | 1686 85 173 30 $79 $ 61 $65 24 7 55 70 60
150A 177 92 188 32 ¢ 84 $ 65 $70 27 8.5 55 75 64
200A . 195 100 199 32 $90 71 $73.5 30 10 5.5 80 70
300A (e 20021 00 199 42 $ 90 671 $73.5 345 12 5.5 80 70
FETUELRBSERAE iy
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No spark plug and socket type explosion-proof three-phase pentode

No spark plug and socket type explosion-proof three-phase pentode

AMNE R %% R<F Outline and mounting dimensions
E3-

Afterthe coveris removed

a. BEAIEL(YT) Mobile plug(YT)

s

i =

GF
V\’"‘:

b1

L1
b. BEHXIHEE(GZ) Fixed socket(GZ) s
AS& VY Type meaning THEZ(FEHEBYE Recommend the use of cable specification After the cover is removed
—
YT = HEERR S i
BJ 15-200 GZ O }‘i ';ﬂqe — - — 2 EE—
7 yP ¥R S | SHER 4
T Tdﬁ%f KSTL J-pin Kejach 16A  3x15mm 3x25mm’ 4x1.5mm’ 4x2.5mm°3x25mm'+1 x1.5mm’ | 3x1.5mm 4x25mm+1x1 S N
A58 Core number 25A Ixdmm’ Jx6mm’ 4x2.5mm’ 4 xdmm’ 3xdmm’+1 % 2.5mm’ 5x2.5mm’ 5x4mm’ = { = 3 | ) g &
YTR 2halisk YT-mobile plug I . | . . . . . . I |
e o T BOA _ 3% 10mm’ 3 16mm | 4% 10mm° 4x16mm’ 3x 16mm°+1 x Gmm’ SxBmm’ 5x10mm
YZR% B YZ-mobile socked 100A — 4x16mm’ 4x%25mm’ 3x25mm’+1 x 10mm* 5x16mm’ 5 x25mm’
AR Rated current 150A _ 3x35mm+1x10mm’ 3x35mm+1x18mm’ | 5x25mm 3x35mm+2 x 10mm’
@B S Producttype | )
200A — 3x50mm’+1x15mm’ 3x50mm*+1x26mm* | 5x50mm’ 3x35mm’+2x 16mm’ Q » b2
300A _ 3x70mm+1 x35mm° 3x 95mm’+1 x 50mm’ - P H

F=4 1% Main features

BJ-15A-200AYT/GZ, YZ-5RFI= AL T ANERGREERE, SR TRBEER, #HHTE. BBImcchEiRERZ A, AFE
MR, BHEH M. ARES. R, BESSA,

ZIERERE AR SA AR E T AR AR, HAPELABIHR(YT), BEF=MENILE: 1. BREERGZ), 2. BHHR(YZ), 3. {RREE
HEEE(XGZ), (18I, HskFMmERZEREAXAFON, RiEEE, BMtS5S8mAEEL, EMdRBAYESEHEEM, AE%E
BIHREEHD, LM EMEER, MERAEHHEEHIN.

BJ-15A-200A YT/GZ, YZ-5 series three—-phase five wire sparkless explosion—proof connector, suitable for petroleum exploration,
drilling platform, circuit and MCC real distribution connection with, has reliable contact, sealing good sealing performance, a rain proof,

c. ##h\HE(YZ) Mobile socket(YZ)

L3

U 01
4
5

shockproof, dustproof etc.
The connector comprises a plug and socket is composed of two parts, wherein the plug for mobile (YT), socket has three forms: i
1. the panel fixed type (GZ), 2. mobile (YZ), 3. oblique type fixed socket (XGZ). (see page 18). Connection plug and socket for the bayonet, Mg g |
fast connection, contact wire terminal crimping, contact with elastic ring gear support localization, after installed before the demolition q
of the structure, the contact silver plug, shell is made of casting aluminum alloy. ﬂ = Wz )@}
- =

|
i

FEFHAZ% Main technical parameters

SR #: -20C~+607TC;

Ambient temperature: -20C~+607T;

ik, mEREARTE

I{EME: 380V~500VAC Working voltage: 380V~500VAC R+t

I{EME: 15A~300A Hik Working current: 15A~300A gp%cifi;éiiaﬁs--if? Li= L2~ L3~ | L4= D1 D2 D3  $d+0.07 ¢d1 pd2 ] Q+0.2
it : 2800VAC 50Hz Withstand: 2800VAC 50Hz -

@B, =1000mQ B4 Insulated resistance: =1000mQin nimal state 158 18d 93 a2 | 8 i $a3 i 18] 2 | 45 | 425 | =4
AR . <0.5mQ D e 25A 144 64 142 18 $61 $42 $51 156 = 35 | 45 | 51 | 42
BF: =65K Temperature: =65K B60A 153 72 145 22 ¢ 64 $48 ¢ 51 18 55 4.5 56 47.5
SNEBF RS : IP55 Case protection grade: P55 100A 166 85 173 | 30 679 | 61 | 65 | 24 | 7 | 55 | 70 | 60
BiE% 4. ExnAllTAGC Explosion-proof grade: ExnAllT4GC 150A 177 92 188 | 32 684 $65 670 27 | 85 | 55 | 75 | 64
BhiRtR 4 : GB-3836.1-2010 Explosion-proof standards: GB-3836.1-2010 200A 195 100 199 | a2 90 071 735 30 | 10 | 55 | 80 | 70
L& : 500K Mechanical service life: 500 times 300A 200 100 199 | 42 $90 071 | 6735 345 | 12 | 55 | 80 | 70
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All plastic sparkless explosion-proof connector

S &Y Type meaning
o 5 #@$t. #7L Pin jach

C T X X |

YT J
BJC 15-200 GZ O K

Yz
T T M KIEFL J-pin K-jach

& Core number

YTREhHHL YT-mobile plug
GZEENEE GZ-fixed socked
YZRE S SLHREE Y Z-mobile socked
ERTEET Rated current
~@REE Product type

FTE=EMY Main features

BB £ B R IRIEEEREBIC-16-200YT/GZ, YZ-3, 4, 6if, Hik/E, sERARKIHHESREILERELPAGSRE, HAFH
o, EoRFURE. MREGAMEM, EMRFEMRE, HIMERIMAXGSHESYT/GZ-YZEHER, MEMETR, HEERARES
LESREEINERI R, BiEHRES.

ZEmERTRmEHAFEE, B, FTERERE, EFFEE, M. BLSEBMBYERE, fFS5EGB-3836.8-2003H#, /&
HEMSERMEABSIEEHS “n” BESIEE, BEEE: ExnAllT4GC,

The new improved full plastic explosion—proof connector BJC-15-200YT/GZ, YZ-3, 4, 5 core, plug socket, shell adopting modern
new material of high strength reinforced nylon PA66 raw material, its corrosion resistance, impact resistance, cold resistance enhanced
fire retardant, qualitative good properties, and the external dimension of the aluminum alloy YT/GZ-YZ the same universal docking,
help available higher than the aluminum alloy shell, anti-corrosion, high insulation performance of its main advantages.

The productis suitable for oil drilling platform, circuit, underground distribution lighting, offshore platform, ship, dock circuit and
cable connections, in line with the international GB-3836.8—-2003 standards, electrical apparatus for explosive gas atmospheres Part
of "n" type electrical equipment, explosion-proof symbol: ExnA 1l TAGC.

FE XA ZE Main technical parameters

MEEF: -20C~+607T;
TiEMBE: 250V/400V/500VAC
TiEME: 15A/25A/60A/100A/150A/200A
fit [ : 2800VAC 50Hz
M@igEE. =1000mQES
EpBE. =0.5mQ

BF: =65K

SNEBAINELR: IP65
BiRkH A =156n

ERRE: S, 4, 5%

T FA: 5000

$ Sk i EE R RT LA £ th AT DA S FL

) FEHuZERRBSERAE

Environment temperature: -20 C ~+60 C;
Working voltage: 250V/400V/500VAC

Working current: 15A/25A/60A/100A/150A/200A
Voltage: 2800VAC 50Hz

Insulationresistance: = 1000m Q
Contactresistance: = 0.5m.

Temperature: = 65K

Shell protection grade: IP65

Unipolar pullout: = 15N

Contact core number: 3core, 4 core, 5 core
Mechanical life: 500 times

Plug and socket can be filled with needle can also be fitted with holes

All plastic sparkless explosion-proof connector

AMEZR: %R <) Outline and mounting dimensions

a. BEFHIHEL(YT) Mobile plug(YT) £z

L1 After the coveris removed

=
After the coveris removed
le]
44d2
c. % IEE(YZ) Mobile socket(YZ)
=
L3 After the coveris removed
Il
E _%_
;o 2 RE
= _ = i i
==l ]
[T | I
s
- 4pd2
-+ E -
Ak, \MEEARTER
~— R ' '
ME  Size Li= L2= L3= L4= D1 D2 D3  $dx0.07 ¢d1 $d2 P Qx0.2
Specification |
15A 130 55 132 8 49 $33 $35 13 3 4.5 42.5 34
25A 144 64 142 18 $61 ¢42 ¢ 51 15.6 3.5 4.5 51 42
60A 153 72 145 22 ¢ 64 ¢ 48 ¢ 51 18 5.5 4.5 56 47.5
100A . 166 85 173 30 ¢ 79 ¢ 61 $65 24 7 5.5 70 60
150A | A77 92 188 32 ¢ 84 ¢ 65 $70 27 8.5 55 75 64
200A 195 100 199 32 $ 90 71 $73.5 30 10 55 80 70
300A 200 100 199 42 $ 90 ¢ 71 $73.5 34.5 12 55 80 70
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High current spark free single core plug and socket

HNE R %R~ Outline and mounting dimensions

REFFLRT
in _¢)__
any
L=}
H
‘ El EfLIE R
£
e
65+0.2 ©iid [
: i I
k AR %
il g
=t
2[4 = SRET L
-3 i |
A4 i 4
BMEESW Type meaning . 184
i E it Pin 170
BJ 400-1000 GZ I:I < 280
—[ HEH KIEFL J-pin K-jach
A8 Corenumber
YTRENFE L YT-mobile plug *x
GZEIE SR GZ-fixed sooked After the cover is removed
YZREENIEE YZ-mobile socked -
E07E B Rated current 4-$5.5
RIS Product type S
/"'_“‘\
z S
FEZ1 Main features 10 o o
T NFEB BRI R HEF SME TN RIS SR, BUS A HT B ERE, SSABIMBHEME, B Ri5EEsRESAERTFA, B, C,
Ntk HLEFERAREEES, BUEER, SEXAEE, AERERRE, AL, EEFTEESS, HFS5GB3836.8-2003
(REMSERERBESEEEET "n” BESIEE) R4, PBREEA: ExnAllT4, ZRIFREEREENHRESF R Y X
WA PO RS, ER?%W%A&E %S %: 8120904 . = .
HEHEFLEM U R BB M RIFMES &M REIE, REERD.L3Ag10, il 4HA E112400A ¢20, 600A~1000A% ¢ 24, ffitk
715~10Kg.f, #REHE: =0.00010Q, -
EMREEMAIIFZ ERE=100mQER), HRFAC2800V 15T EBERKE, TEFLRNE,
B =65T
SEREEERR: 750V/400~1000A, L1 *x
Mo spark type single core plug and socket for mobile power station and between cable, cable and connection of load, power supply of high current cables. After the cover is removed
Foursingle core connector A respectively, B, C, N. The plug seat shell using aluminum alloy die—casting, contact pieces of silver, the conductor by crimping, i
with quick swap, waterproof and dustproof, reliable connection etc.. The GB3836.8-2003 "electrical apparatus for explosive gas atmospheres Part eighth
“n "type electrical apparatus"” standard. Explosion-proof symbol is:ExnA Il T4, the series of products are designated by the national explosion-proof B
electrical products quality supervision and testing center inspection, made explosion-proof certification. Number: 8120904
A pin socket contact is made of copper alloy material with good electric conductivity, silver plated D.L3Ag10. Contact inserted 400A diameter ¢ 20600A a
~1000A ¢ 24. Plug 5~10Kg.f, contact resistance: = 0.0001
The assembly after the contacts of the housing between the insulation = 100m Q (normal). And under AC2800V 1 minutes of insulating dielectric
strength test, no breakdown, no flashover
Temperature: = 65 C
Rated voltage / current rating: 750V/400~1000A. L
FEHAZE Main technical parameters
T{EB[E: 500VAC Working voltage: 500VAC Mk, BMEERRTR
I {EEfi: 200A 400A 600A 800A 1000A Working current: 200A 400A 600A 800A 1000A -
& : 2800VAC/50Hz Withstand voltage: 2800VAC/50Hz Tfﬂq ¢ D1 ¢ di ¢D Li= L2= L3= E Q ﬁéﬁ&%\’;{g Lol
SNEFAI L IP55 Case protection grade: P55 ype . ize (mm)
f*&fﬁ.‘:ﬁj}: 359n~100n Mongpolg conta'ctlnsertlon and \n'.rlthdrawforce: =50n~100n 400A 79 20 79 168 50 108 70 60 70 95 120
mEAN: ERERE Termination: Crimp type connection : . | | | . | . |
BRSO 8 The contact number of cores: Single core 600A 84 24 84 175 60 126 75 64 150 185 240
ML E A : 500K Mechanical service life: 500 times ' ' ' ' ' ' 300 400
800A 90 24 90 195 68 140 80 70
4 Sk 47 FE R RT L 3§+ AT DA 7L Plug and socket can be filled with needle can also be fitted with holes | | | | | | _ | 444MCM(240)
1000A 90 24 90 195 68 140 80 70 535MCM 646MCM
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BJ-16YT/GZ/YZ 7o KiEBIZTE

BJ-16YT/GZ/YZ TR IEBZ itk

BJ-16YT/GZ/YZ No spark type multi pin connector

S5\ Type meaning FEHEM Main features
ZEERRFRIEETNEER. ARIAEE., AimeR., $hABRERs Nt
BJ 16 (3% |:| WRENBSIERE,
T EEMBREISERHEE, HhreBat, g @Ot
T SRR AL o iy Keioch HRE, B SSgmRE AN SRR iR,
I Core numbor AETHE, BEMT. BMATS, BENE, BMEAESSA,

YTRENFEL YT-mobile plug )
GZEES R GZ-fixed socked This type of connector is suitable for electric locomotive, ship control, oil

YZR =B YZ-mobile socked exploration, drilling control and power transmission system.
T 7 Rated current The front end is provided with a sealing cap socket, the plugis fully enclosed, connection
FRAE Product type type for spiral bayonet type fast connection, contact with the wire termination form cold
pressure welding.

Good sealing performance, good insulation, reliable contact, impact and shock
resistant, simple operation and etc..

FEFHAZ% Main technical parameters

IMERE: -40T~+55T; Environment temperature: —40 'C ~+55 C;

AR : RE40+2CH, 90%~95%; Relative humidity: temperature 40 + 2 'C, 90%~95%;

ASES: 55Kpa(i§ik4850%); Atmospheric pressure: 55Kpa (elevation 4850 meters);

#x#h: 10~55Hz, IEEO.75mm; The amplitude of vibration: 10~55Hz, 0.75mm;

HifE: 10~4030U4r. MIEE250m/s7; Crash: 10~40times / min, 250m/s2 acceleration;

TiEEJE: 500VAC; Working voltage: 500VAC;

TIEHI: 15A 25A; Working current: 15A 25A;

FERLEPE: =1.0mQ-1-¢2. 58 fbxt; Contactresistance: = 1.0m @ -1- ¢ 2.5 contact pair
=0.8mQ-3- ¢ 3.08E ALt ; = 0.8m @ -3- ¢ 3contact pair

gEE: =1000mQ; Insulation resistance: = 1000m;

fifE: 2800V (AC)50Hz; Voltage: 2800V (AC) 50Hz;

% i : 500K, Mechanical life: 500 times.

HMIZ R %% R <) Outline and mounting dimensions

fEk, MEEARTE
HE |
Type |
301 | 175 92 188 84 65 5.5 75 64

{5 o W Bt | B ¢1 $2 ¢d P |[Gzx02

20/2614% 166 85 173 79 64 5.5 70 60

143 | 150 72 145 64 48 4.5 56 47.5

F = 11 | 150 72 145 64 48 4.5 56 | 47.5
BEAMWA(VT) WA W (YZ) B 72 = i B GZ) T T i T i i t i
Mabila plug{¥T) Mavabls socksl(YZ) Fixad sockel{GZ) i 144 64 142 (3] 42 4.5 B170 42

e FEHUERRBSERAE

BJ-16YT/GZ/YZ No spark type multi pin connector

AME R %% R <F Outline and mounting dimensions

W7 B 7k 247K
R
(158 4 5 1)

B IR BA 7K B 13K
HEER
(HR B 48 4544

B IR B 7K B 47
R
(1§RL 5 1E)

77 458 B3 7K B2 07K
R
(H5U8% 4 5 1)

77 458 3 7Kk B2 07K
HEERR

W77 152 5 7K 826785
HEER

5 4R A 7k BU307
R

16YT-7J/GZ, YZ-7K
(SM5E 18 B AN A R 25A7 &)
(The case is
interchangeable with
25A product made in
this company)

16YT-11J/GZ. YZ-11K
(5M5% 18 FB AN 2 R 60AT &)
(The caseis
interchangeable with
60A product made in
this company)

16YT-14J/GZ. YZ-14K
(5M5% 18 FB AN 2 FI60AT &)
(The case is
interchangeable with
60A product made in
this company)

16YT-20J/GZ. YZ-20K
(5h 7218 B A</ F1100AF= @)
(The case is
interchangeable with
100A product made in
this company)

16YT-20J/GZ. YZ-20K
(5h 7218 B A</ F1100AF= @)
(The case is
interchangeable with
100A product made in
this company)

25YT-26J/GZ. YZ-26K
(5hFE 1 FH A2 B 100AT= &)
(The caseis
interchangeable with
100A product made in
this company)

15YT-30J/GZ. YZ-30K
(5h 7218 B 272 F150A7F @)
(The case is
interchangeable with
150A product made in
this company)

16A
12V/400V

16A
12Vv/400V

16A
12Vv/400V

16A
12V/400V

25A
12V/400V

25A
12v/400V

25A
12Vv/400V

$42.5(GZ)
$425(VZ

42i0,iu:

42102

$48.5(GZ)

“er
~
o
o
-(
N

A7.5:0.3 |
il
w,

$65.5(GZ)
T 0285509
L E R NS
RV 1Y
o
(=
+
3

64+0.2
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Mobile explosion-proof connector Mobile explosion-proof connector

HMNE R %% R ~F Outline and mounting dimensions
TEAPSME AR EYZ)MB R IELYTRERER, BRIRBENY)FTELEIRIHUFATZEARZ.

The mobile socketfor outdoor use (YZ) and mobile (YT) plug connection, mobile socket (YZ) can be used to realize reliable fixed mounting bracket.

P
E 4§ ¥ B(Supporting Rack)
' $ [l (Rstaining Snap Ring) _’C ‘
; ) "
BWE (Y Z) - BEHHELYT) |
= Mabila Socket(YZ) Mabila Plug(YT} J
™
: e = = = = N +——
== b

AEE Y Type meaning TEZFEHBYE Recommend the use of cable specification — RA
g Sz L1 L2 L3 L4 KxC P=
BJ 15-300 é} 0O J #as | S . ﬁﬁ{iﬁiﬁﬁmﬁ - Specification
YZ K Type £H=R =1AmiR | ZHER 15A 50 40| 30| 45 | 7x13 | 210
T Tdﬁ# KEEZL J-pin K—jach 154 _3x1.5mm" 3x2.5mm"_ 4x1.5mm" 4x2.5mm’ 3x2.5mm+1 x 1.5mm’ | 3x1.5mm’ 4x2.5mm+1x1 25A 60 45 | 38 ' 50 | 7x13 | 230
W& Core number 25A 3xdmm’ 3x6mm® 4x2.5mm’ 4 x4mm’ 3x4mm+1 x 2. 5mm’ 5x2.5mm’ 5x4mm’ 60A 60 45| 40 | 55 | 7x13| 235
YT#3EL YT-mobile plug ' . = . . X — X - | . . | |
R G hod Soad BOA _ 3% 10mm’ 3 16mm | 4% 10mm° 4x16mm’ 3x 16mm°+1 x Gmm’ | SxBmm’ 5x10mm 100A 80 50| 54 65 13x18 270
. = . 100A 2 H] H 2 H] H] T 1 T T
Tmzsz;tﬁﬁi;iu:::lem‘:kea [ | e 2 P THRE DHE IER 4EHE SREREE GRLAE THE DRETHE 0L VEEFERD 150A 85 50 54 | 70 13x18 305
L 150A P — Fx3Bmmis1 x10mm’ 3x35mmi+1 x 16mm° 5x25mm’ 3x35mmi+2 % 10mm’ 1Protective cover (2 Reteaining shap ring (3 Ciralip 4 0-ring Slnsulating installation bady - : | 1- 1 .
R E Product lype | 1 % bk % hids | % % Ao = BPinassambly 7Casa BCabla O-ring 8Washar ©Cabla clamp 200A/300A a0 60 54 75 13x18 325
200A — 3x50mm’+1x15mm’ 3x50mm*+1x26mm* | 5x50mm’ 3x35mm’+2x 16mm’
300A — 3x70mm+1x35mm° 3x 95mm°+1 x 50mm*

F=4 4% Main features k. BEREARTE
' R~

BHREERMERTEBRERGEEMRTARMEALERRTSBEEXNEERR . i&ms.ze L1= L2= L3= L= D1 D2 D3  $d+0.07 ¢d1 $d2 =] Qx0.2
WRIIRERSEN AEFIEHEEESESRAET ANESER, MZERERR, LI, B, EONTEEHERE, & SHeuuRio

k. BERBHESNE, BUERAERNSEREIA0ER, REHERE, BEHE, SRUTE, RENTEHENASME, B talt o180 | 55 | 132 8 49 433 ¢35 13 | 3 | 45 | 210 | 34
B, MBI WA KIH R, KT AGB3836.8-2008 (M SHRTRG MBS HBMS n” HSIRE) M, 25A | 144 | 64 | 142 | 1B ] 961 | ¢4 | 51 ) 156 | 35 | 45 | 290 | 42
ZREREEREENHRAS T RRENSRENR T ORBASE, HRHEEN: ExnAll T4, BUSHRAMIE., sof | 158 | 2 [ w45 | 22 | o4 | W | ®al ] 18 | &8 | 4% | 288 | @28
Mobile socket in addition to dimensions and fixed socket size different in the same assembly dimension and fixed socket. 100A | 166 | 85 | 173 | 30 | 479 $61 ¢85 | 24 | 7 | 55 | 270 | 60
Electrical this series of products more convenient application in the field of mobile power station and the connection between the 150A 177 92 188 | 32 $84 | ¢65 | ¢70 | 27 | 85 | 55 | 305 | 64
cable and the load. Widely used in petroleum, chemical industry, national defense, electric power and transportation and other fields, 200A | 195 100 199 32 $90 671 $73.5 30 10 55 325 70
plug, socketis made of aluminum alloy shell, contact surface silver and lead terminals for crimping. With plug and quick, convenient 300A | 200 | 100 | 199 = 42 690 ¢71 | $735 | 345 | 12 | 55 | 325 | 70

connection, reliable electric contact, sealing and insulating, waterproof and dustproof, insect proof, long service life and good. The
GB3836.8-2003 "electrical apparatus for explosive gas atmospheres Part eighth” n "electrical equipment” standard. E#IT A Crimping tool
The series of products are designated by the national explosion—-proof electrical products quality supervision and testing center

inspection, explosion-proof symbol is: ExnA |l T4, made explosion-proof certification. E&5eE: 10~120mm*
Press to connect: 10~120mm*
FEHAZE Main technical parameters  n e TR

MEIIEHBE: 250V/500VAC; Rated voltage: 250V/500VAC;

EIEIIERG: 300A 200A 150A 100A 60A 25A 15A; Rated working current: 300A 200A 150A 100A60A 25A 15A;

i e : EEANNFI00mQ, BEKEEANTFSQ; Insulation resistance: normalis notless than 100m Q, humidity testof notlessthan5 .=

ERLEEE: <0.0005mQ; Contact resistance: < 0.0005m; &_,_ =

WE: 2800V 50~400HzEZ; Voltage: 2800V 50~400Hz; E&EE: 1-10mm? Y418
BNESERSMm, R/MNEBERE7.1mm; Minimum electrical clearance 5mm, the minimum creepage distance 7.1mm; Press to connect: 1~10mm’ <

RF: =65TC; Temperature: < 65 C;

SRR EL: IP55; Shell protection grade: IP55; T

BRIEHLS1: =15N; Unipolar insertion force: more than 15N; EEMGZENEEWRRRAEEMRLEE L EM A4, ERELTR, HREOME TRMEANERRE LML, AEEEHE,
HiE M 5000%, Mechanical life: 500 times. HHEETeRER, BHIPEENH, AMEHEHEHEL N2 ER Y,

[ FEHUZERRBSERAE FETUERRBSHRAE g
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Oblique inserting type explosion-proof socket

AGAERKERL, MERBRAX. HE=S

Nylon marine watertight plug, socketand switch, cast copper wiring box

F=4 1% Main features

PHEE P GE 2 25 55 S BB 4 Sk A0 B Rt 400 EmMIgih e, Tk bREIENFEE(GZ)I0 P SME R B Y ik (YZ) 4T
i, TRANMERZEEEGHAEHNE, TRAERZLMEBIBEEE LA X TRENMM TR ERPBFIARELFLINTRR

G K TERARBEG ST, RORE, REEHNERE. LK, UK. BIEFE, RETEFFHA

Oblique insertion type waterproof joints is mobile housing and cable plug and socket connections into a 40 degree angle and design,
bendingjointis provided with a fixing type socket (GZ) and outdoor mobile (YZ) cable plug connection, a sealing ring body mounting
surface bending joint and real. Bent connector installation in the mobile room wall is provided with a threading hole is larger than the
outer diameter of cable and choose the installation hole machining can be corresponding to the table.

Oblique inserting waterproof joints using aluminum alloy shell, plastic sprayed surface, has the characteristics of firm structure,

dustproof and waterproof, beautiful appearance, convenient operation, safety and reliability etc..

FEFHAZ% Main technical parameters

IMERE: -40C~+65T;

1A% R +40°Ci£93%; Titype Fiiod Sockar(¥G2) i
I{EBE: 250VAC~500VAC;

T{EME: 15A 25A 60A 100A 150A 200A 300A

#®%h. 10~2000Hz, 150M/S2; B A (YT)
s 200m/s2: Mabila plug (YT}
iz EiE: =1000mQ

it : 2000V(AC)50Hz 1 ;

Bizk: FESmm/4MEAGEET, ERXEK;
MU F e 5000,

Environment temperature: -40 C ~+65 C;
Relative humidity: +40 C to 93%; .
Working voltage: 250VAC~500VAC; . MEEERTR

Working current: 15A 25A 60A 100A 150A 200A 300A me o2l B |beoz| ed Ca’iﬁﬂ&ﬂ{ﬁ:ﬁ?&ﬁ}m
axl. ELlE €-Crossing nole

HMNE R %R Outline and mounting dimensions

Al FEE

Vibration: 10~2000Hz, 150M/S2; Type wallthe size for reference)
impack 200m Az X15GZ 65 50 80 65 $7 ¢ 45
Insulation resistance: = 1000m | | | | | |

X25GZ 80 65 95 80 $7 $50

Voltage: 2000V (AC) 50Hz rms; | _
Waterproof: in 5mm/ precipitation intensity, X60GZ 85 70 100 85 $9 $55
no water seepagein the; '

X100GZ 100 85 120 105 ¢ 9 ¢ 65
Mechanical life: 500 times. 3 { L ! |

X150GZ 105 90 130 115 ¢9 ¢ 70

X200GZ 110 95 140 125 ¢ 9 $75

i FEHUIERBRESERAE

7= & & %7 Product name ﬁﬂﬁﬁ% Marine plugs | #& B4 18 Marine socket 2% F 48 I Marine sockets with switches

WEFLTEE f E
Plu%(plug) hole Voltage The plcture
iagram .

BEType | CTF2-1 CZF2-1
@ (0] 5] 250V t f
B= Weight 0.1kg 0.2kg
&2 Type CTF2-2 CzZF2-2 CZKF2-2 CZKF2-4
@1 CB 250V a4 | | -
H= Weight 0.11kg 0.21kg 0.45kg 0.5kg
- S Type CTF2-3 CZF2-3 CZKF2-3 CZKF2-5
‘o CB 125V - = -
B= WEIght 0.12kg 0.21kg 0.44kg 0.45kg
72 Type CTF3-1 | CZF3-1
@ CcB 500V i f
H= Weight 0.11kg 0.21kg
S Type CTF3-2 CZF3-2 CZKF3-2
@1 cB 500V il - - |
E= Weight 0.13kg 0.22kg 0.46kg
i 6:5 R{ 1(;!0
G i - . ———» ——
%3 Rt Installation dimension G} == f/, _é e
7= § &7k Product name Ak BB FF 3% Switch for ship
BE E R
Voltage The picture
72 Type ' HF2-2 ' HF3-1 ' HF4-1
250V kel - - -
H= Weight 0.35kg 0.38kg 0.4kg
%% R~t Installation dimension _t’}ﬂ,
BiiRu AITA

Explosion-proof mine lamp

DGS 13-24W 5 ggkT BT

LEDZEHEAT T H B BLEDTEHKT20-127 W R FEE AT 18/27/36W-127
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The aviation plug and socket

& -~

YD20(EE =) YD20(RHER) YD28(BEE =)

YD28 (k) YD32(EE ) YD32(3H &)

YD40(BEE) YD40(AtHE) YD48(EE)

I~
'/
U

YD48 (L) YD55(BEE) YD55(3t#E ()

) REHUERRESTERAT

LBBORS #5231 77 46 E 48 LB62[ 154 B FE

BUXBSIR 4% 98 GES T2 BXM(D)B5 51 71 7 BXM(D)B5 IR 831 7198
EHR5

Pipefittings series

BhiRR I EE BHJ-ARA IRiE £k BHJ-BRf & id sk BHJ-CRrigig ik

BKS-118 # i BKS-21F #} &f BKS-318 # i BKS-41F 1} &
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